
 Stainless steel easy-on-easy-off bowl safety guard 
 Heavy-duty 0.37kW (0.5HP) motor 
 Full gear driven mechanism 
 3 fixed speeds 
 15 minute timer 
 Attachment hub - allows the optional mincing attachment to be 

used on the machine 
 Ergonomic bowl lift - hand crank operated self-locking in raised 

or lowered position 
 Easy-clean open base 
 Optional accessories - Ingredient feed chute, mincer attach-

ment 

Hobart Mixer– A200-2251-E-D 

A200 

20 quart planetary mixer with accessories  

Technical Data    

 Bowl size 20 quart 

 Speeds 3 fixed  

 Timer 15 minute  

 Safety guard 
Stainless steel bowl guard, 
easy‐on‐easy‐off 

 Standard inclusions 
Stainless Steel Bowl (BOWL‐
SST220) 

  B‐Beater (BBEATER‐ALU220) 

  
Stainless Steel D‐Whip 
(DWHIP‐SST220) 

  
ED‐Dough Hook (EDDOUGH‐
ALU220) 

 Drive mechanism Gear driven 

 Motor size 0.37kW 

 Power supply 
240/50/1 ‐ 10amp (max 
5amps) 

 Power cord 10amp plug & cord included 

 Shipping weight 110kg 


